RIVITEC

Aluminium Sealed Rivets

The closed end rivet produces a seal that prevents passage of liquid or vapor at pressures up .
to 100 psi. The seal is possible thanks to a unique cup-shaped design and configuration that
prevents vapor or liquid from getting around or through the set rivet.
Material: Body: Aluminium alloy Finish: Body: Natural
Mandrel: Low Carbon Steel Mandrel: Zinc Plated
>H<—D FﬂFD
s | e 4
c A JE c A JE
[+ ¥ I ,
o — |l —cRriP GRIP —L I +GRIP GRIF
72TA “—B—’l 73TA |<—B—>‘
Diameter Part Code Grip Range Hole Size A B c D E Shear Tensile Box Qty
(nom) (min) (min)
mm mm mm mm mm mm mm mm KN KN pcs
120° Countersunk Head
3.2 72TA-0402 1.60 - 3.20 3.30-3.40 3.20 7.40 6.00 1.20 1.70 1.06 1.24 1000
4.0 72TA-0503 320-480 4.10-4.20 4.00 9.00 7.90 1.65 2.16 1.55 213 500
72TA-0604 4.80 - 6.40 4.90-5.00 4.80 12.7 9.50 2.00 2.60 2.22 3.06 500
4.8 72TA-0606 6.40 - 9.50 4.90-5.00 4.80 15.9 9.50 2.00 2.60 2.22 3.06 500
72TA-0608 9.50-12.7  4.90-5.00 4.80 19.0 9.50 2.00 2,60 2.22 3.06 500
Dome Head
73TA-0402 1.60 - 3.20 3.30-3.40 3.20 8.30 6.10 1.10 1.60 1.10 1.40 1000
73TA-0403 3.20-4.80 3.30-3.40 3.20 9.50 6.10 1.10 1.60 1.10 1.40 1000
3.2 73TA-0404 4.80 - 6.40 3.30-3.40 3.20 1.5 6.10 1.10 1.60 1.10 1.40 1000
73TA-0406 7.90 - 9.50 3.30-3.40 3.20 14.7 6.10 1.10 1.60 1.10 1.40 1000
73TA-0502 0.00-320 4.10-4.20 4.00 8.70 7.90 1.50 2.10 1.60 2.20 1000
4.0 73TA-0503 3.20-4.80 4.10-4.20 4.00 10.3 7.90 1.50 210 1.60 2.20 1000
73TA-0504 4.80-6.40 410-4.20 4.00 12.7 7.90 1.50 2.10 1.60 2.20 1000
73TA-0602 0.00-320  4.90-5.00 4.80 9.50 9.50 1.75 2.60 2.30 3.10 500
73TA-0603 3.20-4.80 4.90-5.00 4.80 11.0 9.50 1.75 2.60 2.30 3.10 500
73TA-0604 480-640  4.90-5.00 4.80 12.7 9.50 1.75 2.60 2.30 3.10 500
4.8 73TA-0605 6.40-7.90 4.90-5.00 4.80 14.3 9.50 1.75 2.60 2.30 3.10 500
73TA-0606 7.90 - 9.50 4.90-5.00 4.80 15.9 9.50 1.75 2.60 2.30 3.10 500
73TA-0608 9.50-12.7  4.90-5.00 4.80 19.0 9.50 1.75 2.60 2.30 3.10 500
73TA-0610 12.7-159  4.90-5.00 4.80 222 9.50 1.75 2.60 2.30 3.10 250
6.4 AD86H 6.40 - 9.50 6.50 6.40 16.0 12.4 2.51 3.60 4.00 4.80 100

Dimensions and specifications are subject to change without notice. Check your distributor for the latest data sheet. The test data provides approximate strength values averaged in multiple
tests in various materials and thicknesses. We recommend testing your application when an exact strength figure is required, or the load to be applied comes close to the published data.
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