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Aluminium Multigrip Rivets

Multigrip rivets are an ideal option for applications where the material thickness varies and , /
several different rivet sizes are required. The expansive grip range allows for design flexibility and o /
< *

reduced rivet inventory.
Material: Body: Aluminium alloy Finish: Body: Natural
Mandrel: Low Carbon Steel Mandrel: Zinc Plated
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Diameter Part Code Grip Range  Hole Size A B c D E Shear Tensile
(min) (min)
mm mm mm mm mm mm mm mm Newtons Newtons
AV04 | Aluminium Rivet | Steel Mandrel | 120° Countersunk Head
3.2 AV04-0412 2.40-6.30 3.30 3.20 1.1 5.35 0.85 1.81 685 907
4.0 AV04-0514 2.80-7.90 410 4.00 1.3 6.30 0.90 2.25 1,000 1,330
: AV04-0516 4.30-9.50 410 4.00 12.7 6.30 0.90 2.25 1,000 1,330
48 AV04-0615 3.20-7.90 4.90 4.80 12.1 8.70 1.45 2.80 1,556 2,348
g AV04-0621 6.30-12.7 4.90 4.80 16.9 8.70 1.45 2.80 1,556 2,348
AV41 | Aluminium Rivet | Steel Mandrel | Large Flange
3.2 AV41-0412 1.20 - 6.40 3.30 3.20 9.50 9.50 1.20 1.81 733 1,023
4.0 AV41-0521 6.40-12.7 410 4.00 16.9 12.0 1.50 2.25 1,135 1,663
AV41-0613-K 1.60 - 6.40 4.90 4.80 10.3 15.85 1.75 2.80 1,300 2,100
4.8 AV41-0621 6.40-12.7 4.90 4.80 16.9 15.85 1.75 2.80 1,556 2,348
AV41-0631 12.7-20.0 4.90 4.80 24.8 15.85 1.75 2.80 1,556 2,348
AV61 | Aluminium Rivet | Steel Mandrel | Dome Head
AV61-0410 0.80-4.80 3.30 3.20 8.00 5.20 1.00 1.81 685 907
3.2 AV61-0414 4.00-7.90 3.30 3.20 1.1 5.20 1.00 1.81 685 907
AV61-0416 5.50-9.50 3.30 3.20 12.7 5.20 1.00 1.81 685 907
4.0 AV61-0512 1.20 - 6.40 410 4.00 9.50 6.20 1.35 2.25 1,134 1,663
: AV61-0516 4.00-9.50 410 4.00 12.7 6.20 1.35 2.25 1,134 1,663
AV61-0613 1.60 - 6.40 490 4.80 10.3 8.60 1.65 2.80 1,556 2,348
48 AV61-0619 4.80-11.1 4.90 4.80 15.1 8.60 1.65 2.80 1,556 2,348
¢ AV61-0621 6.40-12.7 4.90 4.80 16.9 8.60 1.65 2.80 1,556 2,348
AV61-0631 12.7-19.8 4.90 4.80 24.8 8.60 1.65 2.80 1,556 2,348
6.4 AV61-0806 2.00-8.90 6.50 6.40 15.3 12.6 2.05 3.60 3,091 4,070

Dimensions and specifications are subject to change without notice. Check your distributor for the latest data sheet. The test data provides approximate strength values averaged in multiple
tests in various materials and thicknesses. We recommend testing your application when an exact strength figure is required, or the load to be applied comes close to the published data.
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